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Certificate of conformity of the factory production control
1608 CPR P198

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the Construction Products
Regulation or CPR), this certificate applies to the constructions product:

Steels for quenching and tempering for construction purposes

whose characteristics are detailed in the attached annex,

produced by or for

Acciaierie Bertoli Safau Spa

Via Buttrio, 28 - Fraz. Cargnacco 33050 Pozzuolo del Friuli UD -IT

and produced in the manufacturing plant(s)

Pozzuolo del Friuli UD -IT

This certificate attests that all provisions concerning the assessment and verification of performance described in Annex ZA of the

standard
EN 10343:2009

under system 2+ are applied and that
the factory production control fulfils all the prescribed requirements set out above.

This certificate was first issued on 06/11/2017 and will remain valid as long as the test method and/or factory production control
requirements included in the harmonised standard, used to assess the performance of the declared characteristics, do not change, and
the product, and the manifacturing conditions in the plant are not modified significantly.
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ANNEX To cerTIFicATE 1608 CPR P198

Characteristics for
Steels for quenching and tempering for construction purposes according to

EN 10343
SHAPE STEEL GRADES
Shapes Sizes Standard Standard and steel grades
Round Bars Diameter from 40 to 460 mm | EN 10060:2004 EN 10343: C45, C45E, C45R (+N)

EN 10278:1999

. EN 10060:2004 )
Round Bars Diameter from 40 to 260 mm EN 10278:1999 EN 10343: 25CrMo4 (+QT)

: EN 10060:2004 .
Round Bars Diameter from 30 to 1000 mm EN 10278:1999 EN 10343: 42CrMo4 (+QT)

: EN 10060:2004 )
Round Bars Diameter from 30 to 330 mm EN 10278:1999 EN 10343: 50CrMo4 (+QT)

: EN 10060:2004 ) :
Round Bars Diameter from 30 to 250 mm EN 10278:1999 EN 10343: 34NiCrMo6 (+QT)

: EN 10060:2004 )
Round Bars Diameter from 30 to 320 mm EN 10278-1999 EN 10343: C45E, C45R (+QT)

first issue: 06/1 1/2017

current issue: 05/09/2021 _The irector
_ Roberto RPieroncini

Sede IGQ - 20126 Milano - Viale Sarca, 223 - Tel. 02 6610 1348 - Fax 02 6610 8409 - info@igq.it - www.igqg.it




